NOC 639

-49-

MHz
235 - 328.6

Allocation to Services

Region 1

Region 2 Region 3

235 - 267

FIXED
MOBILE
501 592 635 640 641 642

267 - 272

FIXED

MOBILE

Space Operation (space-to-Earthy
641 643

272273

SPACE OPERATION (space-to-Earth)
FIXED

MOBILE

641

273 - 312

FIXED
MOBILE
641

312 - 315

FIXED
MOBILE .
Mobile-Satellite (Earth-to-space) 641 641A

3156 - 322

FIXED
MOBILE
641

322 - 328.6

MOD

FIXED

MOBILE

RADIO ASTRONOMY
644533

Reasons:

VGEWGE-7\DIVERS\POOBV2E1. WW2

See MOD 533.




NOC
MOD

NOC

MOD

SupP

NOC

NOC
MOD

640
641

641A
WARC-92
and

642
Mob-87

643

644

645

645A
Mob-87

-50-

m-A#oele44—tThe bands 235 322 MHz and 335 4- 399 9 MHz may be
used by the mobile-satellite service subject to No. 436A, and on condition
that stations in this service do not cause harmful interference to those of
other services operating or planned to be operated in accordance with the
Table.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.

m—AR*eIe—M—%The band 267 272 MHz may be used by admlmstratlons for
space telemetry in their countries on a primary basis. No. 436A shall apply.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.

Reasons: Covered in MOD 533.

MHz
328.6 - 401

Additional allocation: in Afghanistan, the Federal Republic of
Germany, Austria, Belgium, Cyprus, Denmark, Egypt, Spain, France,
Greece, Israel, Italy, Japan, Jordan, Malta, Morocco, Monaco, Norway, the
Netherlands, Portugal, the United Kingdom, Sweden, Switzerland, Syria
and Turkey, the band 328.6 - 335.4 MHz is also allocated to the mobile
serwce ona secondary basus No. 436A shall apply.-subject-to-agreement

d set-forth-in-Article-14- In order to ensure that
harmful mterference is not caused to stations of the aeronautical
radionavigation service, stations of the mobile service shall not be
introduced in the band until it is no longer required for the aeronautical
radionavigation service by any administration which may be identified in
the application the procedure invoked under No. 436A.

Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.

VGE\VGE-7\DIVERS\POOBV2E1. WW2 . 11.04.94 13.04.94



NOC

MOD

MOD

VGE\VGE-7\DIVERS\POOBV2E 1. WW2

6458

Mob-87
to

647B

WARC-92

-51-

MHz
401 — 420

Allocation to Services

Region 1

Region 2 Region 3

401 — 402

METEOROLOGICAL AIDS

SPACE OPERATION (space-to-Earth)
Earth Exploration-Satellite (Earth-to-space)
Fixed

Meteorological-Satellite (Earth-to-space)
Mobile except aeronautical mobile

402 — 403

METEOROLOGICAL AIDS

Earth Exploration-Satellite (Earth-to-space)
Fixed

Meteorological-Satellite (Earth-to-space)
Mobile except aeronautical mobile

403 — 406

METEOROLOGICAL AIDS

Fixed

Mobile except aeronautical mobile
648

406 — 406.1

MOBILE-SATELLITE (Earth-to-space)
649 649A

406.1 — 410

FIXED

MOBILE except aeronautical mobile
RADIO ASTRONOMY

533 648 650

410 — 420

FIXED
MOBILE except aeronautical mobile
Space Research (space-to-space) 651A

See MOD 533.

Additional allocation: in Canada, the bands 405.5 - 406 MHz
and 406.1 - 410 MHz are also allocated to the mobile-satellite, except
aeronautical mobnle—satelllte service (Earth-to—space) ona pnmary basis.

No. 436A shall apply.--subjec
set-forth-in-Article-14-

Reasons:

Reaséns: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.

11.04.94 13.04.94
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NOC 649
Mob-87
and
649A
Mob-87
SUP 650
Reasons: Covered in MOD 533.
MHz
420 - 470
Allocation to Services
Region 1 Region 2 Region 3
420 — 430 FIXED
MOBILE except aeronautical mobile
Radiolocation
651 652 653
430 — 440 430 — 440
AMATEUR RADIOLOCATION
RADIOLOCATION Amateur
MOD 524 653 654 655 656

657 658 659 661
662 663 664 665

653 658 659 660 660A 663 664

440 — 450

FIXED

MOBILE except aeronautical mobile '
Radiolocation

651 652 653 666 667 668

450 — 460

FIXED
MOBILE
653 668 669 670

460 — 470

FIXED

MOBILE

Meteorological-Satellite (space-to-Earth)
669 670 671 672

Reasons:

VGEWGE-7\DIVERS\POOSV2E 1 WW2

See MOD 524.

11.04.94
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NOC

MOD

SuP

NOC

MOD

NOC

MOD

661

662

667

668

669
to
671

672
WARC-92

-53.

Additional allocation: in Mexico, the bands 430 - 435 MHz and
438 - 440 MHz are also allocated en-a-primary-basis-to the land mobile

service on a primary basis. No. 436A shall apply.-subject-te-agreement

Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes. Editorial change.

Reasons: Covered by MOD 524

in-Article-14{The band 449.75 - 450.25 MHz may be used for the space
operation service (Earth-to-space) and the space research service (Earth-

to-space). No. 436A shall apply.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.

Different category of service: in Afghanistan, Bulgaria, China,
Cuba, Japan, Mongolia, Poland, Czechoslovakia and the U.S.S.R., the

-allocation of the band 460 - 470 MHz to the meteorological-satellite service

(space-to-Earth) is on a primary basis (see No. 425). No. 436A shali
agglx nrd-is-subject-to-a ined-underthe-procedure-se

Reasons: VGE recommendation 1/20. Standardized reference for
Article 14 footnotes.

VGEWGE-7\DIVERS\POOEV2E1. WW2 06.04.94 06.04.94



MOD

MOD

MOD

-54-

MHz
470 - 890
Allocation to Services
Region 1 Region 2 Region 3

470 — 790 470 — 512 470 — 585
BROADCASTING BROADCASTING FIXED

Fixed MOBILE

Mobile BROADCASTING

674 675

512 — 608 673 677 679

BROADCASTING

678 585 — 610

FIXED

608 — 614 MOBILE

RADIO ASTRONOMY BROADCASTING

Mobile-Satellite except RADIONAVIGATION

533 676 677A 683 684
685 686 6B6A 687
689 693 694

aeronautical mobile-satellite
(Earth-to-space)

790 — 862
FIXED
BROADCASTING

694 695 695A 696
697 700B 702

614 — 806
BROADCASTING
Fixed

Mobile

675 692 682A 693

862 — 890
FIXED

MOBILE except
aeronautical mobile

BROADCASTING 703

7008 704

806 — 890
FIXED

MOBILE
BROADCASTING

692A 700 700A

533 688 689 690

610 — 890
FIXED

MOBILE
BROADCASTING

533 677 688 689

690 691 693 701

Reasons: See MOD 689.

673

VGE\VGE-T\DIVERS\POOBV2E1. WW2

(space-to-Earth)

services on a primary basis

Additional allocation: in China, the band 470 - 485 MHz is also
allocated to the space research (space-to-Earth) and the space operation
subject to No. 436A subject-te

+, and




MOD

MOD

NOC

MOD

NOC

674
Mob-87

675
WARC-92

676

WARC-92
to

677A

Mob-87

678
WARC-92

679

to
686A
Mob-87

-55_

subject to not causing harmful interference to existing and planned
broadcasting stations.

Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.

Different category of service: in Mexico and Venezuela, the
allocation of the band 470 - 512 MHz to the fixed and mobile services, and
in Argentina and Uruguay to the mobile service, is on a primary basis (see

No. 425). No, 436A shall apply.-subject-to-agreement-obtained-underthe
procedure-set-forth-in-Aricle-14-

Reasons: VGE recommendation 1/20. Standardized reference for
Atrticle 14 footnotes.

Different category of service: in Chile, Colombia, Cuba,
Ecuador, the United States, Guyana, Honduras, Jamaica, Mexico and
Panama, the allocation of the bands 470 - 512 MHz and 614 - 806 MHz to
the fixed and mobile services is on a primary basis (see

No. 425). No. 436A shall apply --subject-to-agreement-obtained-underthe

Reasons: VGE recommendation 1/20. Standardized reference for
Article 14 footnotes.

Additional allocation: in Costa Rica, Cuba, El Salvador,
Ecuador, the United States, Guatemala, Guyana, Honduras, Jamaica,
Mexico and Venezuela, the band 512 - 608 MHz is also allocated to the
flxed and mobile services ona pnmary basns No. 436A shall agg x -and

Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.

VGEWGE-7\DIVERS\POO6V2E1.WW2 06.04.94 06.04.94
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MOD 687 Additional allocation: in the African Broadcasting Area (see
Nos. 400 to 403), the band 606 - 614 MHz is also allocated to the radio
astronomy service on a perwittedprimary basis.

Reasons: VGE recommendation 1/17. Permitted category of service
deleted but replaced by primary.

NOC 688
MOD 689 ' Additional allocation: In Region 1, except in the African
Broadcasting Area (see Nos. 400 to 403), and in Region 3, the band
608 - 614 MHz is also allocated to the radio astronomy service on a
secondary basns Mahngass&gnmen&te—staﬂens—eh;ﬂae;—semm
Reasons: Modified 533 is added to this band to cover suppressed text.
Editorial change.
NOC 690
and
691
MOD 692 . Different category of service: in Costa Rica, El Salvador and
Honduras, the allocation of the band 614 - 806 MHz to the fixed service is
ona pnmary bas1s (see No. 425) No. 436A shall agg x —sub)eet—te
Reasons: VGE recommendation 1/20. Standardlzed reference for
Article 14 footnotes.
MOD 692A : Additional allocation: in Cuba, the band 614 - 890 MHz is also
Mob-87 allocated to the radionavigation servnce ona pnmary basns No 436A shall
Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.
NOC 693
MOD 694 Additional allocation: in Bulgaria, Hungary, Mongolia, Poland,

the German Democratic Republic, Roumania, Czechoslovakia and the
U.S.S.R,, the band 645 - 862 MHz is also allocated to the aeronautical

radionavigation service on a permittedprimary basis.

Reasons: VGE recommendation 1/17. Permitted category of service
deleted but replaced by primary.

VGEWGE-7\DIVERS\POO6V2E1. WW2 ) 06.04.94 06.04.94



NOC

MOD

NOC

MOD

NOC
MOD

695

to
699
WARC-92

700
Mob-87

- TOO0A

WARC-92
and

700B
WARC-92

701
Mob-87

702

703
WARC-92

-57-

Additional allocation: in Region 2, the band 806 - 890 MHz is
also allocated to the mobile-satellite service on a primary basis. The use of
this service is mtended for operatlon wuthln natlonal boundanes No 436A

shall apply.-and-subjec agree
#opth—m-AFtiele—M:
Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.

Additional allocation: in Region 3, the bands 806 - 880 MHz
and 942 - 960 MHz are also allocated to the mobile-satellite, except
aeronautical mobile-satellite (R), service on a primary basis. The use of
this service is |IMIted to operation within natlonal boundanes No. 436A

hallagglx 44 : ad-un he-proced 56
foﬁh—m—Arhele—44— In seekmg such agreement appropnate protectlon shall
be afforded to services operating in accordance with the Table, to ensure
that no harmful interference is caused to such services.

Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.

in Region 1, in the band 862 - 960 MHz, stations of the
broadcastlng service shall be operated only in the African Broadcasting
Area (see Nos. 400 to 403) excluding Algeria, Egypt, Spain, Libya and

Morocco. No. 436A shall apply -subject-te-agreement-obtained-underthe
procedure-set-forth-in-Article-14-

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.

VGE\WVGE-7\DIVERS\POO6V2E1.WW2 . 06.04.94 06.04.94
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MOD 704 Additional allocation: in Bulgaria, Hungary, Mongolia, Poland,
the German Democratic Republic, Roumania, Czechoslovakia and the
U.S.S.R,, the band 862 - 960 MHz is also allocated to the aeronautical
radio-navigation service on a primary permitted-basis until 1 January 1998.
Up to this date, the aeronautlcal radnonavngatlon service may use the band
subject to No. 436A.;-subj ; :
setforth-in-Article-14- After thls date the aeronautlcal radlonawgatlon
service may continue to operate on a secondary basis.
Reasons: VGE recommendation 1/17. Permitted category of service
deleted but replaced by primary. VGE recommendation 1/19. Standardized
reference for Article 14 footnotes.
MHz
890 - 960
Allocation to Services
Region 1 Region 2 Region 3
890 — 942 890 — 902 890 — 942
FIXED FIXED FIXED
MOBILE except MOBILE except MOBILE
aeronautical mobile aeronaut_ucal mobile BROADCASTING
BROADCASTING 703 Radiolocation 'Radiolocation
Radiolocation 700A 704A 705
902 — 928
FIXED
Amate:r
Mobile except
aeronautical mobile
Radiolocation
MOD 534 705 707-707A
928 — 942
FIXED
MOBILE except
aeronautical mobile
Radiolocation
704 705 706
942 — 960 942 — 960 942 — 960
FIXED FIXED FIXED
MOBILE except MOBILE MOBILE
aeronautical mobile BROADCASTING
BROADCASTING 703
704 701
Reasons: See MOD 534.
VGEWGE-7\DIVERS\PO0SV2E1 WW2 06.04.94 06.04.94




MOD

MOD

NOC
SuUP

MOD

NOC

704A
Mob-87

705

706
707

707A
Mob-87

708
WARC-92

-59-

Additional allocation: in Brazil, Canada and the United States
of America, the band 890 - 896 MHz is also allocated to the mobile-satellite
service on a primary basis. The use of this service is intended for operation
within national boundanes and sub|ect to No. 4365 -and—eubjeet—te

he-procedure-set-forth-in-Article-14- In seeking
such agreement appropnate protectuon shall be afforded to services
operating in accordance with the Table.

Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.

Different category of service: in the United States, the
allocation of the band 890 - 942 MHz to the radiolocation service is on a

pnmary basis (see No. 425) No. 436A shall agg ! -and—sub]eet-te

Reasons: VGE recommendation 1/20. Standardized reference for
Article 14 footnotes.

Reasons: Covered in MOD 534.

Different category of service: in Chile, the band 903 - 905 MHz
is allocated to the mobile, except aeronautical mobile, service on a primary

basis. No. 436A shall apply -and-is-subject-to-agreement-obtained-under
the-procedure-set-forth-in-Article-14-

Reasons: VGE recommendation 1/20. Standardized reference for
Article 14 footnotes.

VGE\VGE-7\DIVERS\POOSV2E1. WW2 06.04.94 06.04.94



MOD

MOD

NOC

MOD

-80-

MHz
960 - 1 400
Allocation to Services
Region 1 Region 2 Region 3
960 — 1 215 AERONAUTICAL RADIONAVIGATION
709
1215—1 240 . RADIOLOCATION

RADIONAVIGATION-SATELLITE
(space-to-Earth) 710

711 712 712A 713
1240 — 1 260 RADIOLOCATION

RADIONAVIGATION-SATELLITE
(space-to-Earth) 710

Amateur
711 712 712A 713 714
1260 —1 300 RADIOLOCATION
Amateur
664 711 712 712A 713 714
1 300 — 1 350 AERONAUTICAL RADIONAVIGATION 717
Radiolocation
533 715 716 748
1350 — 1400 1350 —1 400
FIXED RADIOLOCATION
MOBILE
RADIOLOCATION
533 748 719 720. 533 714 #48-720
Reasons: See MOD 533 and SUP 718.
709
to
712
712A Additional allocation: in Cuba, the band 1 215 - 1 300 MHz is
Mob-87 also allocated to the raduonavngatuon servnce ona pnmary basis. No 436A
shall apply.-subjec Beme bis : : ceduUre-s€
forth-in-Article-14-

Reasons: - VGE recommendation 1/19. Standardized reference for
Article 14 footnotes.
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NOC

SUP

NOC

NOC

MOD

713
to
717

718

719
WARC-92
and
720

721

-61-

Reasons: Covered in MOD 533.

MHz
1400-1610.6

All emissions in-the-bandare prohibited in the following bands:
1400 - 1 427 MHz_-are-prohibited-

2690 - 2 700 MHz except those provided for by Nos. 767 and 769I

10.68 - 10.7 GHz except those provided for by No. 834,
15.35- 15.4 GHz exce provided for by No. 865
23.6 - 24 GHz

e

31.3-31.5GHz

—————entl

31.5 - 31.8 GHz in Region 2,
48.94 - 49.04 GHz from airbome stations

m

51.4 - 54.25 GHz

m

58.2 - 59 GHz

e ——

64 - 65 GHz

pom et

86 - 92 GHz

P

105 - 116 GHz
140.69 - 140.98 GHz from airbomne stations and from space stations in the

space-to-Earth direction,

182 - 185 GHz except for those under the provision of No. 920,
217 - 231 GHz.

Reasons: VGE recommendation 1/25. Consolidation of like footnotes.
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NOC

MOD

MOD

NOC

MOD

NOC

722

to
723C
WARC-92

732

733

733A
WARC-92

733B
Mob-87

733C
Mob-87
to
733F
Mob-87

-62-

The band 1 610 - 1 626.5 MHz is reserved on a worldwide
basis for the use and development of airborne electronic aids to air
navigation and any directly associated ground-based or satellite-bormne
facilities. Such satellite use is a subject to No. 436A. agreement-obtained

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.

: Additional allocation: The bands 1 610 - 1 626.5 MHz,
5000 - 5 250 MHz and 15.4 - 15.7 GHz are also allocated to the
aeronaut|cal moblle-satelllte (R) service on a pnmary basis. No 436A shall

Reasons: VGE recommendation 1/19. Standardized reference for
Article 14 footnotes. Editorial change.

Different category of service: in Angola, Australia, Burundi,
Céte d'Ivoire, Ethiopia, India, the Islamic Republic of iran, Israel, Italy,
Jordan, Kenya, Lebanon, Liberia, Libya, Madagascar, Mali, Pakistan,
Papua New Guinea, Senegal, Sudan, Swaziland, Syria, Tanzania,
Thailand, Togo, Zaire and Zambia the allocation of the band
1610 - 1 626.5 MHz to the radiodetermination-satellite service (Earth-to-

space) is on a primary basns (see No 425) ub|ect to No. 436A shau-aaply

with in relatuon to other countnes not Ilsted in thus provision.

Reasons: VGE recommendation 1/20. Standardized reference for
Article 14 footnotes.
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MHz
- 1610.6 -1626.5

Allocation to Services
Region 1 Region 2 Region 3
1610.6 —1613.8 1610.6 —1613.8 1610.6 — 1 613.8
MOBILE-SATELLITE MOBILE-SATELLITE MOBILE-SATELLITE
(Earth-to-space) (Earth-to-space) (Earth-to-space)
RADIO ASTRONOMY RADIO ASTRONOMY RADIO ASTRONOMY
AERONAUTICAL AERONAUTICAL AERONAUTICAL
RADIONAVIGATION RADIONAVIGATION RADIONAVIGATION
RADIODETERMINATION- Radiodetermination-Satellite
SATELLITE (Earth-to-space)
(Earth-to-space)

MOD 533 722 727 730 731 533 722 731E 732 533 722 727 730 731E
731E 732 733 733A 733 733A 733C 732 733 733A 733B
733B 733E 733F 734 733D 733E 734 733E 734
1613.8—1626.5 1613.8—1626.5 1613.8—1626.5
MOBILE-SATELLITE MOBILE-SATELLITE MOBILE-SATELLITE

(Earth-to-space) (Earth-to-space) (Earth-to-space)
AERONAUTICAL AERONAUTICAL AERONAUTICAL
RADIONAVIGATION RADIONAVIGATION RADIONAVIGATION
Mobile-Satellite RADIODETERMINATION- Radiodetermination-Satellite
(space-to-Earth) SATELLITE : (Earth-to-space)
(Earth-to-space) Mobile-Satellite
Mobile-Satellite (space-to-Earth)
(space-to-Earth)
722 727 730 731 722 731E 731F 732 722 727 730 731E
731E 731F 732 733 733 733A 733C 733D 731F 732 733 733A
733A 733B 733E 733F 733E 733B 733E

Reasons: See MOD 533.

SuP 734
WARC-92

Reasons: Covered in MOD 533.
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MOD

NOC

-84 -

MHz
1626.5-1660.5

Allocation to Services

{Earth-to-space)

Land Mobiie-Satellite
(Earth-to-space) 726B

722 726A 726D 727
730

Region 1 Region 2 Region 3
1626.5—1631.5 1626.5—1631.5
MARITIME MOBILE- MOBILE-SATELLITE (Earth-to-space)
SATELLITE

722 726A 726C 726D 727 730

1631.5—1634.5

MARITIME MOBILE-SATELLITE (Earth-to-space)
LAND MOBILE-SATELLITE (Earth-to-space)
722 726A 726C 728D 727 730 734A

16345 —1645.5

MARITIME MOBILE-SATELLITE (Earth-to-space)
Land Mobile-Satellite (Earth-to-space) 726B
722 726A 726C 726D 727 730

1645.5 —1646.5

MOBILE-SATELLITE (Earth-to-space)
722 726D 734B

1646.5— 1 656.5

AERONAUTICAL MOBILE-SATELLITE (R)
(Earth-to-space)

722 726A 726D 727 729A 730 735

1 656.5 — 1660 LAND MOBILE-SATELLITE (Earth-to-space)
722 726A 728D 727 730 730A 730B 730C 734A
41 660 — 1 660.5 LAND MOBILE-SATELLITE (Earth-to-space)
RADIO ASTRONOMY ,
533 722 726A 726D 730A 730B 730C 736
Reasons: See MOD 533.
734A
Mob-87
to
735A
WARC-92
06.04.94 06.04.94
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MOD

MOD

SUP

-65-

MHz
1660.5-1690

Allocation to Services

Region 1

Region 2 Region 3

1 660.5 — 1 668.4

RADIO ASTRONOMY

SPACE RESEARCH (passive)
Fixed

Mobile except aeronautical mobile
533 722 736-737 738 738

Reasons:

VGE\WGE-T\DIVERS\POO6V2E1.WW2

1668.4—1670 METEOROLOGICAL AIDS
FIXED
MOBILE except aeronautical mobile
RADIO ASTRONOMY
533 722 136
1670 —1 675 METEOROLOGICAL AIDS
FIXED
METEOROLOGICAL-SATELLITE (space-to-Earth)
MOBILE 740A
722
1675 — 1690 1675 —1690 1675 — 1690
METEOROLOGICAL METEOROLOGICAL METEOROLOGICAL
AIDS AIDS .| AIDS
FIXED FIXED FIXED
METEOROLOGICAL- METEOROLOGICAL- METEOROLOGICAL-
SATELLITE SATELLITE SATELLITE
(space-to-Earth) (space-to-Earth) (space-to-Earth)
MOBILE except MOBILE except MOBILE except
aeronautical mobile aeronautical mobile aeronautical mobile
MOBILE-SATELLITE
(Earth-to-space)
722 722 735A 722
Reasons: See MOD 533.
736 ’

Covered in MOD 533




737 Note by VGE - The date in No. 737 has now passed and WRC-95 may

-66 -

NOC
and consider deletion of No. 737.
738
SupP 739
Reasons: Covered in MOD 533.
MHz
1690-1930
Allocation to Services
Region 1 Region 2 Region 3
1690 —1700 1690 —1700 1690 —1700
METEOROLOGICAL METEOROLOGICAL METEOROLOGICAL
AIDS AIDS AIDS
METEOROLOGICAL- METEOROLOGICAL- METEOROLOGICAL-
SATELLITE SATELLITE SATELLITE
(space-to-Earth) (space-to-Earth) (space-to-Earth)
Fixed MOBILE-SATELLITE
Mobile except (Earth-to-space)
aeronautical mobile
671 722 741 671 722 735A 740 671 722 740 742
1700 —1710 1700—1710 1700—1710
FIXED FIXED FIXED
METEOROLOGICAL- | METEOROLOGICAL- METEOROLOGICAL-
SATELLITE SATELLITE SATELLITE
(space-to-Earth) (space-to-Earth) (space-to-Earth)
MOBILE except MOBILE except MOBILE except
aeronautical mobile aeronautical mobile aeronautical mobile
MOBILE-SATELLITE
(Earth-to-space)
671 722 671 722 735A 671 722 743
1710 — 1930 FIXED
MOBILE 740A
MOD ' 533 722 744 745 746 T46A

Reasons: See MOD 744.
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NOC

MOD

MOD

MOD

NOC

NOC

740

to
743A
WARC-92

744

745

746
WARC-92

746A
WARC-92

-67 -

Additional allocation: The bandg 1718.8-1722.2 MHz! 150 -

Reasons: Modified 533 is added to cover suppressed text. Consolidation
of like footnotes. Editorial change.

tThe band 1 750 1 850 MHz may also be used for space operatlon
(Earth-to-space) and space research (Earth-to-space) services in Region 2,
in Afghanistan, Australia, India, Indonesia, Japan and Thailand. No. 436A

shall agglx! having particular regard to troposcatter systems.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.

Additional allocation: in Bulgaria, Cuba, Mali, Mongolia,
Poland, the German Democratic Republic, Romania, Czechoslovakia and
the U.S.S.R., the band 1 770 - 1 790 MHz is also allocated to the
meteorologacal-satelllte serwce ona pnmary basns No 436A shall agg !

Reasons: VGE recommendation 1/19. Standardized reference to
Article 14 footnotes.

MHz
1930-2110

VGEWGE-7\DIVERS\POO6V2E1 . WW2 . 06.04.94 06.04.94



NOC

NOC

MOD

MOD

MOD

-68-

746B
WARC-92
to
750A
WARC-92
MHz
2110-2 290
MHz
2290 -2 500
Allocation to Services
Region 1 Region 2 Region 3
2290 — 2 300 FIXED
MOBILE except aeronautical mobile
SPACE RESEARCH (deep space) (space-to-Earth)
2 300 — 2 450 2300 — 2450
FIXED FIXED
MOBILE MOBILE
Amateur RADIOLOCATION
Radiolocation Amateur
534 664 751A 52 534 664 750B 751 751B ¥62
2450 — 24835 2450 — 24835
FIXED FIXED
MOBILE MOBILE
Radiolocation RADIOLOCATION
62534 753 534 751 782
2 483.5 — 2500 24835 — 2500 2483.5— 2500
FIXED FIXED FIXED
MOBILE MOBILE MOBILE
MOBILE-SATELLITE MOBILE-SATELLITE MOBILE-SATELLITE
(space-to-Earth) (space-to-Earth) (space-to-Earth)
Radiolocation RADIOLOCATION RADIOLOCATION
RADIODETERMINATION- Radiodetermination-Satellite
SATELLITE (space-to-Earth) 753A
(space-to-Earth) 753A
534 733F—762 753 753A 762534 753D 753F 762534 753C 753F
753B 753C 753F

Reasons:

VGEWGE-7\DIVERS\POOBV2E1.WW2

See MOD 534.




NOC

SUP

NOC

MOD

NOC

NOC

MOD

VGE\VGE-T\DIVERS\POOBV2E1 WW2

7508

WARC-92
to

751B

WARC-92

752

753

WARC-92
to

753B

Mob-87

753C
WARC-92

- 753D

Mob-87
to

753F

WARC-92

754
WARC-92

-89-

Reasons: Covered in MOD 534.

Different category of service: in Angola, Australia, Bangladesh,

Burundi, China, Céte d'lvoire, Ethiopia, India, the Islamic Republic of iran,
Israel, Italy, Jordan, Kenya, Lebanon, Liberia, Libya, Madagascar, Mali,
Pakistan, Papua New Guinea, Senegal, Sudan, Swaziland, Syria,
Tanzania, Thailand, Togo, Zaire and Zambia, the allocation of the band
2 483.5 - 2 500 MHz to the radiodetermination-satellite service (space-to-
Earth) is on a primary basis (see No. 425). subject to No. 436Asubject-te

: ined-under-the-procedure-of-Article-14-with in relation to

........

oer countries not listed in this provision.
Reasons: VGE recommendation 1/20. Standardized reference for
Article 14 footnotes.

MHz
2500 - 2655

2 500 - 2 535 MHz) may also be used for the mobile-satellite (space-to-
Earth), except aeronautical mobile-satellite, service for operation limited to
within national boundaries. No. 436A shall apply. The coordination and
notification procedures set forth in Resolution 46 (WARC-92) apply.
However, coordination of space stations of the mobile-satellite service with
respect to terrestrial services is required only if the power flux-density
produced by the station exceeds the limits in No. 2566.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.



MOD

NOC

MOD

NOC

MOD

NOC
MOD

NOC

754A
Mob-87

754B

WARC-92
to

756

757
WARC-82

757A

WARC-92
to

760A

WARC-92

761

762
763

764

and

764A
WARC-92

-70 -

Addmonal aIIocatton In lndla! Iran! Pagua New Guinea an

Thalland 4nder-the-procedure-set-fo
Me|e44—the band 2 500 2 516 5 MHz may aiso be used4n-lnd+a—-the

lslamic-Republic-of-lran—Rapua-New-Guinea-and-Thailand for the

radiodetermination-satellite service (space-to-Earth) for operation limited to

within national boundaries. No. 436A shall apply.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes. Editorial change.

The use of the band 2 520 - 2 670 MHz by the broadcasting-
satellite service is limited to national and regional systems for community
receptnon No. 436A shall agg x -and-sueh—use—shatl—be—subjeet-te

: > DFO e-14- The power
ﬂux-denslty at the Earth's surface shall not exceed the values given in
Nos. 2561 to 2564.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.

The use of the bands 2 500 - 2 890 MHz in Region 2 and
2 500 - 2 535 MHz and 2 655 - 2 690 MHz in Region 3 by the fixed-satellite
service is llmlted to natlonal and reglonal systems. No 436A shall
apply, 6t : : d B
pmeedum—set—feﬁh—m#hele#gwmg partlcular attentlon to the

broadcasting-satellite service in Region 1. In the direction space-to-Earth,
the power flux-density at the Earth's surface shall not exceed the values
given in Nos. 2561 to 2564.

Reasons: VGE recommendation 1/21. Standardized reference for
Articie 14 footnotes.

mMele444The band 2 500 2 690 MHz may be used for troposphenc
scatter systems in Region 1,_subject to No. 436A.

Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.
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MOD

MoD

SupP

MOD

-71-

Radio Astronomy
Space Research (passive)

SATELLITE 757 760

Earth Exploration-Satellite
(passive)

MHz
2655-2690
Allocation to Services
Region 1 Region 2 Region 3

2655 —2670 2655 — 2670 2655 — 2670
FIXED 762 763 764 FIXED 762 764 FIXED 762 764
MOBILE except FIXED-SATELLITE FIXED-SATELLITE

aeronautical mobile (Earth-to-space) (Earth-to-space) 761
BROADCASTING- (space-to-Earth) 761 MOBILE except

SATELLITE 757 760 MOBILE except aeronautical mobile
Earth Exploration-Satellite aeronautical mobile BROADCASTING-

(passive) BROADCASTING- SATELLITE 757 760

Earth Exploration-Satellite
_ (passive)

Radio Astronomy

Earth Exploration-Satellite
(passive)

Radio Astronomy
Space Research (passive)

533 764A 766 766

aeronautical mobile

MOBILE-SATELLITE
(Earth-to-space)

Earth Exploration-Sateliite
(passive)

Radio Astronomy
Space Research (passive)
533 764A 786 766

Radio Astronomy Space Research (passive)
Space Research (passive)
5§33 758 759 766766 766533 766 765533 766
2670 — 2690 2670 — 2690 2670 — 2690
FIXED 762 763 764 FIXED 762 764 FIXED 762 764
MOBILE except FIXED-SATELLITE FIXED-SATELLITE
aeronautical mobile (Earth-to-space) (Earth-to-space) 761
MOBILE-SATELLITE (space-to-Earth) 761 MOBILE except
(Earth-to-space) MOBILE except aeronautical mobile

MOBILE-SATELLITE
(Earth-to-space)

Earth Exploration-Satellite
(passive)

Radio Astronomy
Space Research (passive)

533 764A 786 766

Reasons: See MOD 533.

765

Reasons: Covered in MOD 533.

766
WARC-92

in-Article-14:-t The band 2

2 655 - 2 690 MHz) may also be used for the mobile-satellite (Earth-to-

space), except aeronautical mobile-satellite, service for operation limited to
within national boundaries. No. 436A shall a

ly. The coordination and

notification procedures set forth in Resolution 46 (WARC-92) apply.

Reasons:

Articie 14 footnotes.
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VGE recommendatibn 1/21. Standardized reference for




MOD

MOD

MOD

NOC
SupP

NOC

SUP

-72-

MHz
2690 - 3400

Allocation to Services

Region 1

Region 2 Region 3

2690 -2700

EARTH EXPLORATION-SATELLITE (passive)
RADIO ASTRONOMY

SPACE RESEARCH (passive)

121 _767-768 769

2700 ~ 2800

AERONAUTICAL RADIONAVIGATION 717
Radiolocation
770 771

2900 - 3100

RADIONAVIGATION 773
Radiolocation
772 775A

3100 - 3300

RADIOLOCATION
5§33 713 7778

3300 - 3400
RADIOLOCATION

778533 779 780

3300 - 3400
RADIOLOCATION
Amateur

Fixed

Mobile

778533 780 778533 779

3300 - 3400
RADIOLOCATION
Amateur

Reasons: See MOD 533.

767
768

Reasons:

769

to
777
WARC-92

778

Reasons:

VGEWGE-7\DIVERS\POO6V2E1.WW2

Covered by MOD 721.

Covered in MOD 533.




-73-

NOC 779
WARC-92
and
780
WARC-92
NOC MHz
3400 -4 800
NOC - 781
to
790
MOD 791 The standard frequency and time signal-satellite service may
be authorized to use the frequency 4 202 Mz for space-to-Earth
transmissions and the frequency 6 427 MHz for Earth-to-space
transmissions. Such transmissions shall be confined within the limits of
t 2 MHz of these frequencnes No. 436A shall agg x -and-shaﬂbe—subjeet—te
Reasons: VGE recommendation 1/21. Standardized reference for
Article 14 footnotes.
NOC 792
Orb-88
and
792A
Orb-88
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